
Smart 1.6m/1.92m UV RTR

Easlier and Faster

Color options

Expert printing made easy.
- Well-balanced entry-level model X3E with excellent operational performance, image quality, speed and affordable cost 
- With single/dual newly developed heads, the X3E has pursued high quality, high productivity, and stable operation as a UV-
curable inkjet printer.

X3E 640/770



Specifications

 

Model X3E

Printhead I3200

Resolution 720*1800dpi max

Printing width 1.6M/1.92M

Media type Roll materials

Printing speed: I3200(Single)                                                                          I3200(Dual)

Production 18 sqm/h                                                                                  36 sqm/h

Quality 12 sqm/h                                                                                  24 sqm/h

RIP support Standard(SAI photoprint),Onyx, Caldera,Neostampa,Wassatch as optional

Ink Non-VOC environmental friendly UV curing ink

Color configuration C、M、Y、K/C、M、Y、K、W

Ink supply system 5000ml large bulk system with automatic supply

Machine demension 3160*1130*1330mm

Power 220V,50/60Hz,8500W

                                                     
Environment

Seperated workroom in good cleaning and ventilated condition, avoid direct 
sunlight
Temperature: 18˚ C – 30˚ C(64˚F-86˚F)
Constant Humidity: 30%-70%

Highlights
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Single head speed

Dual head speed

High productivity(sqm/hour)

Other brand Xenons X3E

Multilayer printing by dual heads option.Color-white configruation,easlier for 
transparent signs

High productivity leads to work efficiency.Thanks to the i3200 printhead,the printing speed 
dramatically improved.Reliable production capacity that responds frimly to urgent 
requests with high-speed printing

Dots are combined with the minimum size 3.8PL to enable hi-precision&smooth color printing 
with NO granular visual feeling

 


